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Αξονικοί Εξαεριστήρες Αντιεκρηκτικού Τύπου Σειράς HJBMX

•   Αξονικοί εξαεριστήρες με πλαίσιο κατασκευασμένο από ανοξείδωτο χάλυβα  

     AISI 304

•   Φτερωτή υψηλών αποδόσεων τύπου PAGAS

•   Προστατευτικό πλέγμα σύμφωνα με την οδηγία ROHS 2002/95 / EC 

•   Ασύγχρονοι ηλεκτροκινητήρες μονοφασικοί ή τριφασικοί  230/400V 50Hz

    με βαθμό προστασίας IP55

•   Μέγιστη θερμοκρασία λειτουργίας 50°C

•   Πιστοποίηση ΑΤΕΧ: Ζώνη 1, EEx_d και κλάση θερμοκρασίας IIC T5

•   Μέγιστη θερμοκρασία μεταφερόμενου αέρα έως 50°C

Κατόπιν ζήτησης:

Λειτουργία στα 60 Hz.

Πιστοποιητικό ΑΤΕΧ και για άλλες ζώνες.

Τεχνικά Χαρακτηριστικά HJBMX 230V

Τύπος  Ισχύς 
(kW) Τάση (V) Στροφές 

(RPM)
Παροχή 
(m³/h) Βάρος (Kg) Τιμή

HJBMX 25 M4 0,09kW 0,09 230 1.390 1.440 4,0 € 2238,00
HJBMX 30 M4 0,09kW 0,09 230 1.390 2.440 5,0 € 2254,00
HJBMX 35 M4 0,09kW 0,18 230 1.390 3.510 6,5 € 2620,00
HJBMX 40 M4 0,18kW 0,18 230 1.390 5.270 9,0 € 2759,00

 Τεχνικά Χαρακτηριστικά HJBMX 400V

Τύπος  Ισχύς 
(kW) Τάση (V) Στροφές 

(RPM)
Παροχή 
(m³/h) Βάρος (Kg) Τιμή

HJBMX 25 T4 0,12kW 0,12 400 1.412 1.440 4,0 € 1495,00
HJBMX 30 T4 0,12kW 0,12 400 1.412 2.440 5,0 € 1451,00
HJBMX 35 T4 0,25kW 0,25 400 1.372 3.510 6,5 € 1532,00
HJBMX 40 T4 0,25kW 0,25 400 1.372 4.690 9,0 € 1751,00
HJBMX 45 T4 0,37kW 0,37 400 1.378 7.260 13,0 € 1915,00
HJBMX 50 T4 0,75kW 0,75 400 1.427 9.320 18,0 € 2201,00
HJBMX 56 T4 0,75kW 0,75 400 1.427 12.000 20,0 € 2362,00
HJBMX 40 T6 0,18kW 0,18 400 908 3.410 9,0 € 1866,00
HJBMX 45 T6 0,18kW 0,18 400 908 4.710 13,0 € 1887,00
HJBMX 50 T6 0,18kW 0,18 400 908 6.040 18,0 € 2377,00
HJBMX 56 T6 0,18kW 0,18 400 908 7.800 20,0 € 2465,00

9

(UE) 327/2011 (EC) Regard to ecodesign requirements for fans driven by motors with an electric input power between 125 W and 500 kW.

(UE) 640/2009 (EC) Regulation regard to ecodesign requirements for electric motors. 

(UE) 4/2014 (EC) Regulation regard to ecodesign requirements for electric Motors vs Article 1 (EC) 640/2009.

305/2011/EU Construction Products Regulation CPR.

Directiva ATEX 2014/34/UE  Equipment and protective systems intended for use in potentially explosive atmospheres.

EN 14986 Design of fans working in potentially explosive atmospheres.

EN 13463-1 Non-electrical equipment for use in potentially explosive atmospheres - Part 1: Basic method and requirements.

EN 1127-1 Explosive atmospheres - Explosion prevention and protection - Part 1: Basic concepts and methodology.

2006/42/CE Machinery Directive.

2014/35/UE Low Voltage Directive.

2014/30/UE EMC Directive.

2009/125/CE Ecodesign Requirements for Energy-related Products Directive.

2011/65/UE Restriction of Hazardous Substances.

2012/19/UE Waste Electrical and Electronic Equipment, WEEE. 

DIRECTIVES

REGULATIONS

ATEX EXECUTIONS
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Διαστάσεις HJBMX (mm)

Τύπος Α B C D E F G

HJBMX 25 M4 0,09kW 370 320 274,8 192,8 82 253 7

HJBMX 30 M4 0,09kW 404 337 274,5 192,8 82 308 9

HJBMX 35 M4 0,09kW 460 392 297,5 211,5 86 366 9

HJBMX 40 M4 0,18kW 540 504 312 212 100 406 11

HJBMX 25 T4 0,12kW 370 320 274,8 192,8 82 253 7

HJBMX 30 T4 0,12kW 404 337 274,5 192,8 82 308 9

HJBMX 35 T4 0,25kW 460 392 297,5 211,5 86 366 9

HJBMX 40 T4 0,25kW 540 504 312 212 100 406 11

HJBMX 45 T4 0,37kW 576 521,5 310 210 100 455 11

HJBMX 50 T4 0,75kW 655 599,4 339,5 219,5 120 508 11

HJBMX 56 T4 0,75kW 725 650 339,5 219,5 120 560 11

HJBMX 40 T6 0,18kW 540 504 312 212 100 406 11

HJBMX 45 T6 0,18kW 576 521,5 310 210 100 455 11

HJBMX 50 T6 0,18kW 655 599,4 323,5 203,5 120 508 11

HJBMX 56 T6 0,18kW 725 650 339,5 219,5 120 560 11
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