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Φυγοκεντρικοί Εξαεριστήρες Μεγάλης Εμβέλειας
Jet Fans Σειράς SYBILO

•   Μονάδες εξαερισμού εξαιρετικά λεπτού προφίλ, ιδανικά για εγκατάσταση σε 

     χώρους με μικρό ελεύθερο ύψος (π.χ. υπόγεια γκαράζ) 

•   Οι φυγοκεντρικοί εξαεριστήρες της σειράς SYBILO είναι πιστοποιημένοι για 

     λειτουργία εντός επικίνδυνων περιοχών για πυρκαγιά

•   Το κέλυφος κατασκευασμένο από γαλβανισμένη λαμαρίνα

•   Ισχυρή φτερωτή με οπίσθιας κλίσης, πτερύγια, κατασκευασμένη από 

     γαλβανισμένη λαμαρίνα

•   Εξωτερικό κουτί συνδεσμολογίας

•   Ασύγχρονοι τριφασικοί ηλεκτροκινητήρες  με ρουλεμάν, 2 ταχυτήτων, 

     πιστοποιημένοι για λειτουργία στους 400°C για 2 ώρες (μοντέλα F400) ή 

     300°C για 2 ώρες (μοντέλα F300)

•   Οι ηλεκτροκινητήρες έχουν κλάση μόνωσης Η και βαθμό προστασίας ΙΡ55

Τεχνικά Χαρακτηριστικά SYBILO F300

Τύπος  Ισχύς 
(kW)

Στροφές  
(RPM)

Παροχή 
(m³/h)

Στάθμη θορύβου
db (A)

Βάρος 
(Kg) Τιμή

SYBILO 50N F300 1,10 / 0,18 1420/700 5.800 67 83 € 3.326,00
SYBILO 75N F300 2,20 / 0,37 1430/705 8.280 68 130 € 4.197,00
SYBILO 100N F300 2,20 / 0,37 1430/705 9.200 69 130 € 4.274,00

Τεχνικά Χαρακτηριστικά SYBILO F400

Τύπος  Ισχύς 
(kW)

Στροφές  
(RPM)

Παροχή 
(m³/h)

Στάθμη θορύβου
db (A)

Βάρος 
(Kg) Τιμή

SYBILO 50N F400 1,10 / 0,18 1420/700 5.800 67 83 € 4.095,00
SYBILO 75N F400 2,20 / 0,37 1430/705 8.280 68 130 € 5.422,00

SYBILO 100N F400 2,20 / 0,37 1430/705 9.200 69 130 € 5.473,00
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Efficiency classes of single-speed three phase cage induction motors for rotating electrical machines.

All products of this price list meet EN-60034-30 standard which states that as of January 1st 2015 engines with a rated power of 
7.5 - 375kW shall have a level of performance below IE3 or IE2 classification and be equipped with a frequency adjustment control.

There are some icons next to the products description. The meaning of these icons is the following:

EN-60034-30 STANDARD

ICONS LEGEND

SALES CONDITIONS

The product is available under 
request with 60Hz and special 
voltages. Contact us to consult its 
price.

The product meets the perform-
ance requirements outlined in ErP 
directive.

It is a certified ATEX fan (for poten-
tially explosive atmospheres).

The product can work either 50 or 
60Hz without factory setting.

The product is excluded from meet-
ing the ErP directive due to its own 
exceptions.

Fan for smoke emergency exhaust 
with motor inside the hazardous 
area.

Fan for smoke emergency exhaust 
with motor outside the hazardous 
area.

The product drawing for REVIT 
is available on request

TRANSPORT TERMS:
Ex-Works.

PURCHASING TERMS:
· Only claims before 30 days will be accepted.
· Prices excluding VAT.
· Casals has the right to modify prices and products without previous warning.

RETURNS:
· No returns of customized fans will be accepted. In case of standard fans, returns will only be accepted within the first 3 months after 
delivery.
· A written claim form should be filled and agreed by our sales department before any return is accepted.
· After an evaluation, if the return is not justified, the fan will be returned and the client will be charged for the transport costs as well 
as 25% depreciation of the fan.
· After an evaluation, if the return is justified, our sales department will arrange collection and credit note, and/or replacement of the 
fan. 

All prices are valid except for printing errors.

Eurovent certificate for exchanger 
heat recovery units.

The product meets the performance 
requirements outlined in ErP direc-
tive 2018.

available

SMOKE EVACUATION FANS INSIDE THE HAZARDOUS AREA

Ventiladores para evacuación de humos, inmersos en zona de riesgo

312

BOX RLF/
BOX RLFX

ACCESSORIES
accesorios

BA-400

SIL-CN SIL-C

CPM

TIAC

INT 400INT

JE45

SFC

MANUFACTURING FEATURES
• Box manufactured in galvanised steel sheet. 
• Circular inlet flange.
• Backward impeller, direct coupling motor.
• Standard asynchronous squirrel-cage motor 
with IP-55 protection and Class H insulation type 
F400 2h.
• Manufactured with standard voltages: 230/400V 
50Hz in three phase motors up to 3kW, and 
400/690V 50Hz for higher powers.
• Exchangeable pannels
• Open outlet.

APPLICATIONS
Designed for inline installation, they are suitable 
for:
• Air renewal in buildings and industries.
• Maximum working temperature: 60ºC.
• Removing smoke in case of fire. The motor inside 
the hazardous area (400 °C / 2 h)

UNDER REQUEST
• Double skin insulation.

Official homologation by the European laboratory 
APPLUS according to EN 12101-3.

CARACTERÍSTICAS CONSTRUCTIVAS
• Caja construida en chapa de acero galvanizado. 
• Brida circular a la aspiración.
• Ventilador centrífugo con rodete de álabes hacia 
atrás. Motor acoplado directamente al rodete.
• Motor asíncrono normalizado de jaula de ardilla 
con protección IP-55 y aislamiento clase H, tipo 
F400 2h.
• Voltajes 230/400V 50Hz para motores trifási-
cos hasta 3kW y 400/690V 50Hz para potencias 
superiores.
• Paneles intercambiables.
• Impulsión abierta.

APLICACIONES
Diseñados para instalación en conducto, son 
indicados para:
• Renovación de aire en todo tipo de edificios e 
industrias.
• Temperatura máxima de trabajo en continuo: 
60ºC.
• Extracción de humo en caso de incendio estando 
el motor dentro de la zona de riego (400ºC/2h)

BAJO DEMANDA
• Panel sandwich.

Homologación oficial APPLUS según norma EN 
12101-3:2002, EN 12101-3.

EN

Backward centrifugal impeller in soundproof cabinet 400ºC/2h                                                                                                                                         

                                                                                                                                                                Ventilador centrífugo a reacción 400ºC/2h en caja insonorizada       

ES

0370
BOX RLF/RLFX

0370-CPR-0582
Certification Nr:

-20ºC

60ºC

T

Code Model R.P.M
Rated I (A)

400V
Rated Power

kW
Air flow

m3/h
Sound
dB (A)

Weight
Kg

Connection
diagram

241390186 BOX RLF 400 T4 0,75kW 1415 1,95 0,75 4.960 50 115 1
241460186 BOX RLF 450 T4 1,1kW 1430 2,7 1,1 6.580 55 142 1
241520186 BOX RLF 500 T4 1,5kW 1435 3,6 1,5 8.490 60 147 1
241600186 BOX RLF 560 T4 2,2kW 1455 4,55 2,2 12.850 62 187 1
241670186 BOX RLF 630 T4 5,5kW 1455 10,58 5,5 19.250 66 198 1
241770186 BOX RLF 710 T4 7,5kW 1455 14,46 7,5 21.350 75 263 1
241830186 BOX RLF 800 T4 15kW 1455 28,7 15 32.250 83 339 1

THREE PHASE RANGE / serie trifásica

4 POLES / 4 polos



Διαστάσεις SYBILO

Τύπος A B C D E F H I K L

SYBILO 50N 1230 250 870 281 963 922 600 275 13 3

SYBILO 75N 1600 300 1000 352 1093 1052 800 250 13 4

SYBILO 100N 1600 300 1000 351,5 1093 1052 800 250 13 4
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