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Αξονικοί Εξαεριστήρες Μεγάλης Εμβέλειας - Jet Fans Σειράς JF
Μονάδες εξαερισμού οκταγωνικής διατομής, που περιλαμβάνουν έναν αξονικό 
εξαεριστήρα μεγάλης εμβέλειας (Jet Fan) και 2 ηχοπαγίδες.

Εξαεριστήρες:
•   Αξονικοί εξαεριστήρες κατασκευασμένοι από γαλβανισμένη λαμαρίνα. Το κουτί 
     συνδεσμολογίας είναι τοποθετημένο στο πλαïνό τμήμα του εξαεριστήρα, εύκολα 
     προσβάσιμο μέσα από θυρίδα επίσκεψης
•   Ασύγχρονοι ηλεκτροκινητήρες πιστοποιημένοι για λειτουργία στους 400°C για 2 
     ώρες (μοντέλα F400) ή 300°C για 2 ώρες (μοντέλα F300), τριφασικοί 230/400V 50 
     Hz για τα μοντέλα μίας ταχύτητας και 400V 50 Hz για τα μοντέλα 2 ταχυτήτων. Οι 
     ηλεκτροκινητήρες έχουν κλάση μόνωσης Η και βαθμό προστασίας ΙΡ55
•   Διατίθενται σε 2 διαμέτρους: 300mm και 400mm (ηλεκτροκινητήρες 2 πόλων ή 2/4 
     πόλων)
•   Τα μοντέλα JF UN είναι διπλής κατεύθυνσης

Ηχοπαγίδες:
•   Ηχοπαγίδες υψηλής ηχοαπορροφητικότητας, κατασκευασμένες από γαλβανισμένη 
     λαμαρίνα
•   Το εσωτερικό τοίχωμα της ηχοπαγίδας είναι κατασκευασμένο από διάτρητη λαμαρίνα
     και περιμετρικά φέρει μόνωση από πετροβάμβακα, εξασφαλίζοντας αποτελεσματική 
     ηχοαπόσβεση σε ευρύ φάσμα συχνοτήτων

Εξαεριστήρες κατάλληλοι για τον εξαερισμό υπογείων γκαράζ, σηράγγων, μεταλλείων, 
υπογείων έργων κ.λπ.
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Τεχνικά Χαρακτηριστικά JF

Τύπος  Ισχύς 
(kW)

Στροφές  
(RPM)

Παροχή 
(m³/h)

Στάθμη θορύβου
db (A)

Βάρος 
(Kg) Τιμή

JF 300 T2 UN F400 0,55 2,870 3,910 55 60 € 4.286,00
JF 300 T2 RE F400 0,55 2,870 3,715 53 60 € 4.456,00
JF 400 T2 UN F400 1,10 2,865 7,200 65 70 € 5.140,00
JF 400 T2 RE F400 1,10 2,865 6,840 63 70 € 5.474,00

Τεχνικά Χαρακτηριστικά JF   2 ταχυτήτων

Τύπος  Ισχύς 
(kW)

Στροφές  
(RPM)

Παροχή 
(m³/h)

Στάθμη θορύβου
db (A)

Βάρος 
(Kg) Τιμή

JF 300 T2/T4 UN F400 0,55/0,12 2,805 3,910 55 60 € 4.406,00
JF 300 T2/T4 RE F400 0,55/0,12 2,805 3,715 53 60 € 4.732,00
JF 400 T2/T4 UN F400 1,10/0,18 2,850 7,200 65 70 € 5.599,00
JF 400 T2/T4 RE F400 1,10/0,18 2,850 6,840 63 70 € 5.823,00
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Efficiency classes of single-speed three phase cage induction motors for rotating electrical machines.

All products of this price list meet EN-60034-30 standard which states that as of January 1st 2015 engines with a rated power of 
7.5 - 375kW shall have a level of performance below IE3 or IE2 classification and be equipped with a frequency adjustment control.

There are some icons next to the products description. The meaning of these icons is the following:

EN-60034-30 STANDARD

ICONS LEGEND

SALES CONDITIONS

The product is available under 
request with 60Hz and special 
voltages. Contact us to consult its 
price.

The product meets the perform-
ance requirements outlined in ErP 
directive.

It is a certified ATEX fan (for poten-
tially explosive atmospheres).

The product can work either 50 or 
60Hz without factory setting.

The product is excluded from meet-
ing the ErP directive due to its own 
exceptions.

Fan for smoke emergency exhaust 
with motor inside the hazardous 
area.

Fan for smoke emergency exhaust 
with motor outside the hazardous 
area.

The product drawing for REVIT 
is available on request

TRANSPORT TERMS:
Ex-Works.

PURCHASING TERMS:
· Only claims before 30 days will be accepted.
· Prices excluding VAT.
· Casals has the right to modify prices and products without previous warning.

RETURNS:
· No returns of customized fans will be accepted. In case of standard fans, returns will only be accepted within the first 3 months after 
delivery.
· A written claim form should be filled and agreed by our sales department before any return is accepted.
· After an evaluation, if the return is not justified, the fan will be returned and the client will be charged for the transport costs as well 
as 25% depreciation of the fan.
· After an evaluation, if the return is justified, our sales department will arrange collection and credit note, and/or replacement of the 
fan. 

All prices are valid except for printing errors.

Eurovent certificate for exchanger 
heat recovery units.

The product meets the performance 
requirements outlined in ErP direc-
tive 2018.
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CERTIFIED F400 FANS INSIDE THE HAZARDOURS AREA

Dimensions

Model A B C D E F G H I

JF 300 T2 RE F400 2415 590 340,5 1025 550 464 334 506 233

JF 300 T2 UN F400 2415 590 340,5 1025 550 464 334 506 233

JF 300 T2/T4 RE F400 2415 590 340,5 1025 550 464 334 506 233

JF 300 T2/T4 UN F400 2415 590 340,5 1025 550 464 334 506 233

JF 400 T2 RE F400 2415 758 440,5 1025 720 664 434 506 233

JF 400 T2 UN F400 2415 758 440,5 1025 720 664 434 506 233

JF 400 T2/T4 RE F400 2415 758 440,5 1025 720 664 434 506 233

JF 400 T2/T4 UN F400 2415 758 440,5 1025 720 664 434 506 233

Model J L M ØK

JF 300 T2 RE F400 20 122 365 15

JF 300 T2 UN F400 20 122 365 15

JF 300 T2/T4 RE F400 20 122 365 15

JF 300 T2/T4 UN F400 20 122 365 15

JF 400 T2 RE F400 20 122 365 15

JF 400 T2 UN F400 20 122 365 15

JF 400 T2/T4 RE F400 20 122 365 15

JF 400 T2/T4 UN F400 20 122 365 15
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Διαστάσεις JF

Τύπος A B C D E F G H I J L M ØK

JF 300 T2 RE F400 2415 590 340.5 1025 550 464 334 506 233 20 122 365 15

JF 300 T2 UN F400 2415 590 340.5 1025 550 464 334 506 233 20 122 365 15

JF 300 T2/T4 RE F400 2415 590 340.5 1025 550 464 334 506 233 20 122 365 15

JF 300 T2/T4 UN F400 2415 590 340.5 1025 550 464 334 506 233 20 122 365 15

JF 400 T2 RE F400 2415 758 440.5 1025 720 664 434 506 233 20 122 365 15

JF 400 T2 UN F400 2415 758 440.5 1025 720 664 434 506 233 20 122 365 15

JF 400 T2/T4 RE F400 2415 758 440.5 1025 720 664 434 506 233 20 122 365 15

JF 400 T2/T4 UN F400 2415 758 440.5 1025 720 664 434 506 233 20 122 365 15




