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Αξονικοί Εξαεριστήρες Μεγάλης Εμβέλειας - Jet Fans Σειράς JFC

Μονάδες εξαερισμού κυλινδρικής διατομής που περιλαμβάνουν έναν αξονικό 
εξαεριστήρα μεγάλης εμβέλειας (Jet Fan) και 2 ηχοπαγίδες.

Εξαεριστήρες:

•   Αξονικοί εξαεριστήρες κατασκευασμένοι από γαλβανισμένη λαμαρίνα. Το κουτί 
     συνδεσμολογίας είναι τοποθετημένο στο πλαινό τμήμα του εξαεριστήρα, εύκολα 
     προσβάσιμο μέσα από θυρίδα επίσκεψης

•   Ασύγχρονοι ηλεκτροκινητήρες πιστοποιημένοι για λειτουργία στους 400°C για 2 
     ώρες, τριφασικοί 230/400V 50 Hz για τα μοντέλα μίας ταχύτητας και 400V 50 Hz 
     για τα μοντέλα 2 ταχυτήτων. Οι ηλεκτροκινητήρες έχουν κλάση μόνωσης Η και βαθμό 
     προστασίας ΙΡ55

•   Διατίθενται σε 3 διαμέτρους: 315mm, 355mm, και 400mm (ηλεκτροκινητήρες 2 πόλων
     ή 2/4 πόλων)

•   Τα μοντέλα JFC UN είναι διπλής κατεύθυνσης

Ηχοπαγίδες:

•   Ηχοπαγίδες υψηλής ηχοαπορροφητικότητας, κατασκευασμένες από γαλβανισμένη λαμαρίνα

•   Το εσωτερικό τοίχωμα της ηχοπαγίδας είναι κατασκευασμένο από διάτρητη λαμαρίνα και 
     περιμετρικά φέρει μόνωση από πετροβάμβακα, εξασφαλίζοντας αποτελεσματική ηχοαπόσβεση σε 
     ευρύ φάσμα συχνοτήτων

Εξαεριστήρες κατάλληλοι για τον εξαερισμό υπογείων γκαράζ, σηράγγων, μεταλλείων, υπογείων έργων κ.λπ.
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Τεχνικά Χαρακτηριστικά JFC

Τύπος  Ισχύς 
(kW)

Στροφές  
(RPM)

Παροχή 
(m³/h)

Στάθμη θορύβου
db (A)

Βάρος 
(Kg) Τιμή

JFC 315 T2 RE 0,55 2,805 3,710 53 95 € 3.021,00
JFC 315 T2 UN 0,55 2,805 3,910 55 91 € 2.929,00

JFC 315/H T2 RE 1,10 2,850 4,700 56 97 € 3.297,00
JFC 315/H T2 UN 1,10 2,850 4,950 58 93 € 3.251,00
JFC 355 T2 RE 0,55 2,805 4,550 58 101 € 3.375,00
JFC 355 T2 UN 0,55 2,805 4,790 60 99 € 3.356,00

JFC 355/H T2 RE 1,10 2,850 5,990 56 103 € 3.737,00
JFC 355/H T2 UN 1,10 2,850 6,300 58 101 € 3.691,00
JFC 400 T2 RE 1,10 2,850 6,840 61 125 € 3.875,00
JFC 400 T2 UN 1,10 2,850 7,200 63 121 € 3.829,00

JFC 400/H T2 RE 1,50 2,875 9,030 63 128 € 4.331,00
JFC 400/H T2 UN 1,50 2,875 9,500 65 128 € 4.288,0010

exempt

2018

Efficiency classes of single-speed three phase cage induction motors for rotating electrical machines.

All products of this price list meet EN-60034-30 standard which states that as of January 1st 2015 engines with a rated power of 
7.5 - 375kW shall have a level of performance below IE3 or IE2 classification and be equipped with a frequency adjustment control.

There are some icons next to the products description. The meaning of these icons is the following:

EN-60034-30 STANDARD

ICONS LEGEND

SALES CONDITIONS

The product is available under 
request with 60Hz and special 
voltages. Contact us to consult its 
price.

The product meets the perform-
ance requirements outlined in ErP 
directive.

It is a certified ATEX fan (for poten-
tially explosive atmospheres).

The product can work either 50 or 
60Hz without factory setting.

The product is excluded from meet-
ing the ErP directive due to its own 
exceptions.

Fan for smoke emergency exhaust 
with motor inside the hazardous 
area.

Fan for smoke emergency exhaust 
with motor outside the hazardous 
area.

The product drawing for REVIT 
is available on request

TRANSPORT TERMS:
Ex-Works.

PURCHASING TERMS:
· Only claims before 30 days will be accepted.
· Prices excluding VAT.
· Casals has the right to modify prices and products without previous warning.

RETURNS:
· No returns of customized fans will be accepted. In case of standard fans, returns will only be accepted within the first 3 months after 
delivery.
· A written claim form should be filled and agreed by our sales department before any return is accepted.
· After an evaluation, if the return is not justified, the fan will be returned and the client will be charged for the transport costs as well 
as 25% depreciation of the fan.
· After an evaluation, if the return is justified, our sales department will arrange collection and credit note, and/or replacement of the 
fan. 

All prices are valid except for printing errors.

Eurovent certificate for exchanger 
heat recovery units.

The product meets the performance 
requirements outlined in ErP direc-
tive 2018.

available

TECHNICAL CONCEPTS / PARKING VENTILATION

Conceptos técnicos / Ventilación en aparcamientos

4

Los aparcamientos subterráneos requieren de ventilación para reducir los ni-
veles de contaminación producidos por las emisiones de gas que generan los 
vehículos, pero también para airear el humo generado en caso de incendio y así 
ayudar a los equipos de extinción.  

Dependiendo del país se aplican distintas normativas, en España, por ejemplo, 
se rige por la aceptación del Código Técnico de la Edificación de 2011 siguiendo 
la norma inglesa BS-7346-7 considerando dicha norma como adecuada para su 
aplicación en los proyectos de instalaciones para el control del humo y el calor 
en garajes. En la práctica todos los diseños de sistemas de ventilación por im-
pulso en aparcamientos se estaban realizando ya mediante el citado apartado 
9 Ventilación de impulso, para disipación de humo de dicha norma BS-7346.7, la 
cual establece también mediante otros apartados los criterios de ventilación en 
caso de incendio mediante otros tipos de sistemas como la ventilación de humo 
por disipación natural en su apartado 7 o la extracción mecánica convencional 
en su apartado 8.

Una de las principales diferencias entre los requerimientos del CTE y los reque-
rimientos de la BS-7346-7 radica en el dimensionado del sistema de ventilación 
en relación con el caudal de extracción del sistema.

En la actualidad el uso de los sistemas de ventilación por impulsos (jet fans) se 
esta convirtiendo en la referencia a escala europea en ventilación para aparca-
mientos. Existen dos conceptos que hay que tener claros antes de realizar el es-
tudio CFD del aparcamiento, el concepto Smoke Control y el Smoke Clearence.

La técnica del Smoke Control consiste en proveer a los equipos de emergencias 
de una zona libre de humo cercana a la localización del fuego. 

1. Detectando el origen del fuego en un punto específico del aparcamiento 
permitiendo a los equipos de emergencia una fácil y rápida identificación del 
fuego. 
2. Impulsando el humo y calor desde la localización del fuego hacia un punto o 
puntos de extracción específico.
3. Creando una zona libre de humo o de clara visibilidad, que permite a los equi-
pos de emergencias ver y extinguir el fuego generado en el aparcamiento. 

Country Regulations Stadard
United Kingdom BS 7346-7:2013
Spain CTE 2011 & UNE 100166
Belgium NBN S 21-208-2
Portugal NP 4540 – 2015 & 1532/2008
European Union EN 12101-11 (under development)

País NormativaStadard
Reino Unido (UK) BS 7346-7:2013
España CTE 2011 & UNE 100166
Bélgica NBN S 21-208-2
Portugal NP 4540 – 2015 & 1532/2008
Europa EN 12101-11 (en desarrollo)

Underground car parks require ventilation to reduce the levels of pollution 
produced by the gas emissions generated by the vehicles, but also to aerate 
the smoke generated in case of fire and to help the extinguishing teams (Fire 
Fighters).

Depending on the country, different regulations are applied. In Spain, the 
regulation in force is the Technical Building Code of 2011 which follows the 
English standard BS-7346-7 and the NBN S 21-208-2 considering these rules 
as suitable for its application in projects for the control of smoke and heat 
in parking. Currently, all ventilation projects on parking are already being 
carried out based on part 9-Impulse ventilation to achieve smoke clearance, 
part 10-Impulse ventilation to assist firefighting access (smoke control) and 
part 11-Impulse ventilation to protect means of escape. This regulation also 
establishes in other parts the criteria of ventilation in case of fire with other 
extraction systems; as for example, smoke ventilation by natural dissipation in 
section 7 or conventional mechanical extraction in section 8.

The main difference between the requirements of the CTE and the require-
ments of BS-7346-7 lies on the dimensioning of the ventilation system in rela-
tion to the extraction flow of the system.

Nowadays, the use of impulse ventilation systems (jet fans) is becoming the 
European reference in parking ventilation. There are two main concepts that 
must be clear before carrying out the CFD study of the parking lot, the Smoke 
Control concept and the Smoke Clearence.

The Smoke Control technique consists on providing the emergency teams 
with a smoke-free zone near the location of the fire.

1. Detecting the focus of the fire at a specific point in the parking lot, allowing 
emergency teams to easily and quickly identify the fire. 
2. Moving the smoke and heat from the focus of the fire to a specific point or 
points of extraction.
3. Creating a smoke-free or clear visibility zone, which allows emergency 
teams to see and extinguish the fire generated in the parking lot.
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Τεχνικά Χαρακτηριστικά JFC 2 ταχυτήτων

Τύπος  Ισχύς 
(kW)

Στροφές  
(RPM)

Παροχή 
(m³/h)

Στάθμη θορύβου
db (A)

Βάρος 
(Kg) Τιμή

JFC 315 T2/T4 RE 0,55 / 0,12 2,805 3,710 53 95 € 3.097,00
JFC 315 T2/T4 UN 0,55 / 0,12 2,805 3,910 55 91 € 3.005,00

JFC 315/H T2/T4 RE 1,10/ 0,18 2,850 4,700 56 97 € 3.392,00
JFC 315/H T2/T4 UN 1,10 / 0,18 2,850 4,950 58 93 € 3.346,00
JFC 355 T2/T4 RE 0,55 / 0,12 2,805 4,550 58 101 € 3.539,00
JFC 355 T2/T4 UN 0,55 / 0,12 2,805 4,790 60 99 € 3.309,00

JFC 355/H T2/T4 RE 1,10 / 0,18 2,850 5,990 56 103 € 3.901,00
JFC 355/H T2/T4 UN 1,10 / 0,18 2,850 6,300 58 101 € 3.855,00
JFC 400 T2/T4 RE 1,10 / 0,18 2,850 6,840 61 125 € 4.129,00
JFC 400 T2/T4 UN 1,10 / 0,18 2,850 7,200 63 121 € 4.083,00

JFC 400/H T2/T4 RE 1,50 / 0,37 2,875 9,030 63 128 € 4.742,00
JFC 400/H T2/T4 UN 1,50 / 0,37 2,875 9,500 65 128 € 4.699,00

CERTIFIED F400 FANS INSIDE THE HAZARDOURS AREA

Dimensions

Model A B F G H I K L M

JFC 315 T2 RE F400 2380 1000 8x45º 380 415 122 406 356 347

JFC 315 T2 UN F400 2380 1000 8x45º 380 415 122 406 356 347

JFC 315 T2/T4 RE F400 2380 1000 8x45º 380 415 122 406 356 347

JFC 315 T2/T4 UN F400 2380 1000 8x45º 380 415 122 406 356 347

JFC 315/H T2 RE F400 2380 1000 8x45º 380 415 122 406 356 347

JFC 315/H T2 UN F400 2380 1000 8x45º 380 415 122 406 356 347

JFC 315/H T2/T4 RE F400 2380 1000 8x45º 380 415 122 406 356 347

JFC 315/H T2/T4 UN F400 2380 1000 8x45º 380 415 122 406 356 347

JFC 355 T2 RE F400 2380 1000 8x45º 380 455 122 461 411 346

JFC 355 T2 UN F400 2380 1000 8x45º 380 455 122 461 411 346

JFC 355 T2/T4 RE F400 2380 1000 8x45º 380 455 122 461 411 346

JFC 355 T2/T4 UN F400 2380 1000 8x45º 380 455 122 461 411 346

JFC 355/H T2 RE F400 2380 1000 8x45º 380 455 122 461 411 346

JFC 355/H T2 UN F400 2380 1000 8x45º 380 455 122 461 411 346

JFC 355/H T2/T4 RE F400 2380 1000 8x45º 380 455 122 461 411 346

JFC 355/H T2/T4 UN F400 2380 1000 8x45º 380 455 122 461 411 346

JFC 400 T2 RE F400 2425 1000 8x45º 425 500 122 506 456 382

JFC 400 T2 UN F400 2425 1000 8x45º 425 500 122 506 456 382

JFC 400 T2/T4 RE F400 2425 1000 8x45º 425 500 122 506 456 382

JFC 400 T2/T4 UN F400 2425 1000 8x45º 425 500 122 506 456 382

JFC 400/H T2 RE F400 2425 1000 8x45º 425 500 122 506 456 382

JFC 400/H T2 UN F400 2425 1000 8x45º 425 500 122 506 456 382

JFC 400/H T2/T4 RE F400 2425 1000 8x45º 425 500 122 506 456 382

JFC 400/H T2/T4 UN F400 2425 1000 8x45º 425 500 122 506 456 382

Model Trust (N) ØC ØD ØE
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Διαστάσεις σειράς JFC

Τύπος A B F G H I K L M (N) ØC ØD ØE

JFC 315 T2 RE F400 2380 1000 8x45º 380 415 122 406 356 347 19 415 306 355

JFC 315 T2 UN F400 2380 1000 8x45º 380 415 122 406 356 347 20 415 306 355
JFC 315 T2/T4 RE F400 2380 1000 8x45º 380 415 122 406 356 347 19/5 415 306 355

JFC 315 T2/T4 UN F400 2380 1000 8x45º 380 415 122 406 356 347 20/5 415 306 355
JFC 315/H T2 RE F400 2380 1000 8x45º 380 415 122 406 356 347 29 415 306 355
JFC 315/H T2 UN F400 2380 1000 8x45º 380 415 122 406 356 347 32 415 306 355

JFC 315/H T2/T4 RE F400 2380 1000 8x45º 380 415 122 406 356 347 29/7 415 306 355

JFC 315/H T2/T4 UN F400 2380 1000 8x45º 380 415 122 406 356 347 32/8 415 306 355
JFC 355 T2 RE F400 2380 1000 8x45º 380 455 122 461 411 346 19 455 361 395
JFC 355 T2 UN F400 2380 1000 8x45º 380 455 122 461 411 346 21 455 361 395

JFC 355 T2/T4 RE F400 2380 1000 8x45º 380 455 122 461 411 346 19/5 455 361 395

JFC 355 T2/T4 UN F400 2380 1000 8x45º 380 455 122 461 411 346 21/5 455 361 395
JFC 355/H T2 RE F400 2380 1000 8x45º 380 455 122 461 411 346 33 455 361 395
JFC 355/H T2 UN F400 2380 1000 8x45º 380 455 122 461 411 346 37 455 361 395

JFC 355/H T2/T4 RE F400 2380 1000 8x45º 380 455 122 461 411 346 34/8 455 361 395

JFC 355/H T2/T4 UN F400 2380 1000 8x45º 380 455 122 461 411 346 37/9 455 361 395
JFC 400 T2 RE F400 2425 1000 8x45º 425 500 122 506 456 382 34 500 401 450
JFC 400 T2 UN F400 2425 1000 8x45º 425 500 122 506 456 382 38 500 401 450

JFC 400 T2/T4 RE F400 2425 1000 8x45º 425 500 122 506 456 382 34/9 500 401 450

JFC 400 T2/T4 UN F400 2425 1000 8x45º 425 500 122 506 456 382 38/10 500 401 450

JFC 400/H T2 RE F400 2425 1000 8x45º 425 500 122 506 456 382 60 500 401 450
JFC 400/H T2 UN F400 2425 1000 8x45º 425 500 122 506 456 382 66 500 401 450

JFC 400/H T2/T4 RE F400 2425 1000 8x45º 425 500 122 506 456 382 60/15 500 401 450
JFC 400/H T2/T4 UN F400 2425 1000 8x45º 425 500 122 506 456 382 66/16 500 401 450
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