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Σύστημα Καθαρισμού Αέρα Σειράς PoziDry Pro

•   Μονάδα σχεδιασμένη για τη βελτίωση της ποιότητας του αέρα σε εσωτερικούς 

     χώρους (IAQ) όπως κατοικίες, γραφεία, αίθουσες διδασκαλίας κ.λπ.

•   H σειρά PoziDry Pro προσφέρει μια εξαιρετικά αποτελεσματική λύση για τον έλεγχο 

     της μούχλας, της υγρασίας και της συμπύκνωσης

•   Υψηλής απόδοσης φίλτρα καθαρισμού αέρα (G4 ή  G7)

•   Κάνοντας χρήση της τεχνολογίας Smart Sense, το PoziDry Pro συγκεντρώνει 

     δεδομένα μέσω ενός αισθητήρα  για να ρυθμίσει την ενεργειακή απόδοση της 

     μονάδας εξασφαλίζοντας χαμηλό κόστος λειτουργίας

•   Ηλεκτροκινητήρας Lo-Carbon με ρουλεμάν, ηλεκτρονικά ελεγχόμενος

•   Ο ηλεκτροκινητήρας διαθέτει θερμικό προστασίας

•   Γρήγορη και απλή εγκατάσταση

•   Αθόρυβη λειτουργία

•   Το PoziDry Pro προσφέρει αξιόπιστο και αποτελεσματικό εξαερισμό με 5ετή 

     εγγύηση, προστατεύοντας από τη συμπύκνωση και τη μούχλα

•   Κατάλληλο για χρήση σε χώρους έως 150m²

Το PoziDry Pro διατίθεται (κατόπιν 
ζήτησης) με ένα εύκολο στην 
εγκατάσταση σύστημα θέρμανσης 
500W, ικανό για να αυξήσει τη 
θερμοκρασία του αέρα κατά 10°C κατά 
τους ψυχρότερους μήνες.

Οι αντιδονητικές βάσεις στήριξης 
προσφέρουν ευελιξία κατά την 
τοποθέτηση και εγγυώνται αθόρυβη 
λειτουργία.

PoziDry Pro

Τύπος Τιμή

PoziDry Pro %

PoziDry Pro Heater %

PoziDry Pro

Δωμάτιο
Χαμηλή ταχύτητα Κανονική ταχύτητα

Παροχή 
(m³/h) Ισχύς (W) Παροχή 

(m³/h) Ισχύς (W)

1 47 3,8 90 5,5
2 61 4,2 112 8
3 76 4,8 137 8,5

4 90 5,2 159 11

5 104 6,5 180 14

Eύρος ρύθμισης 36-216 - 36-216 -

Heater
The 500W heater is fully flexible and has the option to be installed at 
diffuser level to reduce heat loss through the ducting. This means more heat 
enters the habitable areas of the house. Smart SenseTM controls allow the 
PoziDry ProTM to be adjusted fully when the heater is activated making it 
adaptable for all lifestyles.

Air Replacement Grille Set*

For air replacement through doors. Consists of a two-piece telescopic 
set, which fits unobtrusively on either side of the door panel. Minimum 
fixing thickness 30mm. Plastic. Dimensions: 454 x 90mm.

Mounting Options

PoziDry ProTM comes as standard with both high sided anti vibration legs 
and a hanging kit. The legs are designed to mount between standard joists 
widths between 400-600mm centres. Clip and fit connections allow for 
easy installation. 

Motor
The electronically controlled DC motor is manufactured with long life 
ball bearings and is fitted with Standard Thermal Overload Protection 
(S.T.O.P.). Suitable for ambient operating temperatures of -25°C to +40°C. 
For complete peace of mind, the Vent-Axia Lo-Carbon PoziDry ProTM is 
backed by a 5 year guarantee.

Discreet Diffuser
The NEW discreet circular diffuser is easily installed, fitted and maintained. 
Easy fix features it can be installed against uneven ceiling surfaces with no 
gaps. Its low profile and aesthetically pleasing design has been developed 
with tenant acceptability in mind. Our Smart AirTM technology reduces air 
supply noise while increasing performance by 10%. The easy clip blanking 
plates help to control airflow into the property.

Models
All models come with G4 filter, 2m of flexi duct and Ø200mm Diffuser. 
The PoziDry Pro FD model diffuser is fire rated but does not include  
Smart AirTM technology.

PoziDry ProTM

Stock Ref  £Trade 
476310   464.59

PoziDry ProTM with Heater 
Stock Ref  £Trade 
476311   496.61

PoziDry Pro FD with Heater (Multi-storey Compliant)†
Stock Ref  £Trade 
476312   548.02  

Accessories
Twin Spigot Kit   
An additional kit to allow an extra circular diffuser to be installed near the 
PoziDry unit.
Stock Ref  £Trade
449071  69.18

Includes: Stock Ref 
1 x Ø200mm 6m Duct  436592 
2 x Worm Clips  561707 
1 x Ø200mm Equal Y Piece  452085
1 x Diffuser 478228 

F7 Filter Set 
Offers additional filtration removing harmful particulates down to PM2.5 
Stock Ref  £Trade
476401  55.49

G4 Filter Set 
Stock Ref  £Trade
477629   

*Only required if there is not a 10mm undercut on the internal doors.

Dimensions (mm)
A* B C D ØE F** G ØH

300-650 447 364 310 200 400-600 300 220
*Variable to allow for adapting product height. **Variable to adapt to differing joist 
widths. Height will vary as A dimension changes.

Performance Guide
Trickle Normal

Bedroom Flow Rate (l/s) Power (W) Flow Rate (l/s) Power (W)
1 13 3.8 25 5.5
2 17 4.2 31 8
3 21 4.8 38 8.5
4 25 5.2 44 11
5 29 6.5 50 14

Adjustable 10-60 - 10-60 -

Sound Data
Octave Band, Hz, dB SWL SPL dB(A)

Setting Bedrooms Test Mode 63 125 250 500 1k 2k 4k 8k @ 3m

Trickle
1

Breakout 27.70 23.40 32.50 21.00 37.20 21.90 25.70 25.50 19.00
Supply 30.00 24.70 23.80 14.20 13.50 12.50 17.50 22.50 7.20

4
Breakout 32.10 28.70 36.30 29.10 33.20 20.10 28.80 28.20 16.30
Supply 33.20 29.30 25.80 15.80 13.70 12.60 17.20 22.60 7.70

Normal
1

Breakout 31.10 28.80 43.50 29.30 33.70 20.60 28.30 28.20 18.20
Supply 33.40 30.80 26.90 15.90 13.90 12.60 17.20 22.60 8.00

4
Breakout 42.70 40.70 48.10 44.90 44.10 37.30 30.50 26.50 22.90
Supply 40.20 39.90 34.90 25.80 19.60 15.80 17.20 22.50 13.10
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Διαστάσεις (mm)

Τύπος A (mm) B (mm) C (mm) D (mm) ØE (mm) F (mm) G (mm) ØH

PoziDry Pro 300-650 447 364 310 200 400-600 300 220




